
 

Technical Specification 
 

Outdoor Free Hang 
 
The Blind Designs Outdoor Free hang blind, complimented with screen fabric, is a 
flexible and efficient solution to provide a degree of shade, weather and dust 
protection to your external openings. The system can be operated by a motor or 
crank gear mechanism, and secured in place with attachments on the floor. 

 
Size constraints:  
Minimum Width:  750mm 
Maximum Width:  5700mm (Blinds wider than 5100mm will have 
visible tube deflection) 
Maximum Drop:   5000mm 
    
Top Tube: 
Top tube to be 78mm diameter made of 1.3mm thick galvanised steel with 
a folded seam to achieve minimal tube deflection. 
 
Bottom Rail: 
Bottom Rail to be tear-drop shaped extruded aluminium measuring 54mm x 24mm at its widest points. Bottom bar to 
weigh 600 grams per metre. Bottom bar is to be powder coated using a textured outdoor powder, available in White, 
Putty, Bronze, Black and Midnight. 
 
Operation 
Crank: Crank gearbox is available in white or black. Crank is to operate at an 11:1 ratio to maximise the size of blind that 
can be operated and minimise stress on the gearbox. The internal drive of the gearbox is to be made of brass. Crank 
handle is to be available in white and black and is to be available in the following sizes; 1.2m, 1.5m, 2m and 2.5m 
Motor: Motor to be a Somfy Loggia RTS 10nm/17rpm or 15nm/17rpm motor. This motor allows the blind to be able to 
be pulled taut when held down to guard against unwanted movement of the blind. 
 
Hold Down 
The attachment to the bottom rail is to be made of nylon and to be reinforced with a steel plate. The attachment is to 
allow movement along the width of the bottom rail to allow for flexibility of installation of the hold down. The 
attachment fixed to the floor is to be a stainless steel collapsible D ring that when not in use, lays as flat as possible to 
the floor. 
The 6 x 60mm carabiner hook that joins the two is to be made of stainless steel. A nylon strap with a buckle can be used 
to replace carabiner hook. 
 
Brackets 
Brackets are to be 100mm x 100mm and allow for installation in a reveal or face fix application. Brackets available in a 
choice of; white coated steel, black coated steel and uncoated stainless steel 
 
Optional Hardware 
Blind can be enclosed in a 135mm x 135mm aluminium cassette or covered by a 120mm aluminium Recess fascia. 
 
Fabric  
Please refer to a separate technical specification for the specific fabric you require. 
Fabric to be attached on the top by welding (not sewing) a 6mm spline into the fabric and sliding into the tube. Similarly 
a 4mm spline should be welded to attach the bottom rail. 
  
Warranty 
All Blind Designs Outdoor Free Hang Blinds are covered by a two year warranty. Conditions apply. 


